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1
METHOD FOR POSITIONING SPACERS IN
PITCH MULTIPLICATION

REFERENCE TO RELATED APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 14/094,473, filed Dec. 2, 2013, entitled
METHOD FOR POSITIONING SPACERS IN PITCH
MULTIPLICATION; which is a continuation of U.S. patent
application Ser. No. 13/447,520, filed Apr. 16, 2012, entitled
MULTIPLE SPACER STEPS FOR PITCH MULTIPLICA-
TION (now U.S. Pat. No. 8,598,041); which is a continuation
of U.S. patent application Ser. No. 13/179,851, filed Jul. 11,
2011, entitled MULTIPLE SPACER STEPS FOR PITCH
MULTIPLICATION (now U.S. Pat. No. 8,173,550); which is
a divisional of U.S. patent application Ser. No. 12/489,337,
filed Jun. 22, 2009, entitled MULTIPLE SPACER STEPS
FOR PITCH MULTIPLICATION (now U.S. Pat. No. 8,003,
542); which is a divisional of U.S. patent application Ser. No.
11/144,543, filed Jun. 2, 2005, entitled MULTIPLE SPACER
STEPS FOR PITCH MULTIPLICATION (now U.S. Pat. No.
7,560,390).

In addition, this application is related to the following: U.S.
patent application Ser. No. 10/931,772 to Abatchev et al.,
filed Aug. 31, 2004; U.S. patent application Ser. No. 10/932,
993 to Abatchev et al., filed Sep. 1, 2004; U.S. patent appli-
cation Ser. No. 10/931,771 to Tran et al., filed Aug. 31, 2004;
U.S. patent application Ser. No. 10/934,317 to Sandhu et al.,
filed Sep. 2, 2004; U.S. patent application Ser. No. 10/934,
778 to Abatchev et al., filed Sep. 2, 2004; and U.S. Patent
Provisional Application No. 60/662,323 to Tran et al., filed
Mar. 15, 2005, entitled Pitch Reduced Patterns Relative To
Photolithography Features.

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates generally to integrated circuit fabri-
cation and, more particularly, to masking techniques.

2. Description of the Related Art

As a consequence of many factors, including demand for
increased portability, computing power, memory capacity
and energy efficiency, integrated circuits are continuously
being reduced in size. The sizes of the constituent features
that form the integrated circuits, e.g., electrical devices and
interconnect lines, are also constantly being decreased to
facilitate this size reduction.

The trend of decreasing feature size is evident, for
example, in memory circuits or devices such as dynamic
random access memories (DRAMs), flash memory, static
random access memories (SRAMs), ferroelectric (FE)
memories, etc. To take one example, DRAM typically com-
prises millions of identical circuit elements, known as
memory cells. In its most general form, a memory cell typi-
cally consists of two electrical devices: a storage capacitor
and an access field effect transistor. Each memory cell is an
addressable location that can store one bit (binary digit) of
data. A bit can be written to a cell through the transistor and
can be read by sensing charge in the capacitor. By decreasing
the sizes of the electrical devices that constitute a memory cell
and the sizes of the conducting lines that access the memory
cells, the memory devices can be made smaller. Storage
capacities and speeds can be increased by fitting more
memory cells on a given area in the memory devices.

The continual reduction in feature sizes places ever greater
demands on the techniques used to form the features. For
example, photolithography is commonly used to pattern fea-
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tures, such as conductive lines. The concept of pitch can be
used to describe the sizes of these features. Pitch is defined as
the distance between an identical point in two neighboring
features. These features are typically defined by spaces
between adjacent features, which spaces are typically filled
by a material, such as an insulator. As a result, pitch can be
viewed as the sum of the width of a feature and of the width of
the space on one side of the feature separating that feature
from a neighboring feature. However, due to factors such as
optics and light or radiation wavelength, photolithography
techniques each have a minimum pitch below which a par-
ticular photolithographic technique cannot reliably form fea-
tures. Thus, the minimum pitch of a photolithographic tech-
nique is an obstacle to continued feature size reduction.

“Pitch doubling” or “pitch multiplication” is one proposed
method for extending the capabilities of photolithographic
techniques beyond their minimum pitch. A pitch multiplica-
tion method is illustrated in FIGS. 1A-1F and described in
U.S. Pat. No. 5,328,810, issued to Lowrey et al., the entire
disclosure of which is incorporated herein by reference. With
reference to FIG. 1A, a pattern of lines 10 is photolithographi-
cally formed in a photoresist layer, which overlies a layer 20
of'an expendable material, which in turn overlies a substrate
30. As shown in FIG. 1B, the pattern is then transferred using
an etch (preferably an anisotropic etch) to the layer 20,
thereby forming placeholders, or mandrels, 40. The photore-
sist lines 10 can be stripped and the mandrels 40 can be
isotropically etched to increase the distance between neigh-
boring mandrels 40, as shown in FIG. 1C. A layer 50 of spacer
material is subsequently deposited over the mandrels 40, as
shown in FIG. 1D. Spacers 60, i.e., the material extending or
originally formed extending from sidewalls of another mate-
rial, are then formed on the sides of the mandrels 40. The
spacer formation is accomplished by preferentially etching
the spacer material from the horizontal surfaces 70 and 80 in
adirectional spacer etch, as shown in FIG. 1E. The remaining
mandrels 40 are then removed, leaving behind only the spac-
ers 60, which together act as a mask for patterning, as shown
in FIG. 1F. Thus, where a given pitch previously included a
pattern defining one feature and one space, the same width
now includes two features and two spaces, with the spaces
defined by, e.g., the spacers 60. As a result, the smallest
feature size possible with a photolithographic technique is
effectively decreased.

While the pitch is actually halved in the example above,
this reduction in pitch is conventionally referred to as pitch
“doubling,” or, more generally, pitch “multiplication.” Thus,
conventionally, “multiplication” of pitch by a certain factor
actually involves reducing the pitch by that factor. The con-
ventional terminology is retained herein.

As can be seen in FIG. 1E, the separation between the
spacers 60 is partly dependent upon the distance between the
mandrels 80. As a result, the pitch of the spacers 60 can still be
limited by the resolution of photolithographic techniques
typically used to define the mandrels 80. These resolution
limits are an obstacle to further reductions in feature sizes.

Accordingly, there is a continuing need for methods to
form ever smaller features on semiconductor substrates.

SUMMARY OF THE INVENTION

According to one aspect of the invention, a process is
provided for semiconductor processing. The process com-
prises providing a plurality of mandrels on a level above a
substrate. Spacers are formed on sidewalls of the mandrels.
The mandrels and some of the spacers are removed and the
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substrate is processed through a mask pattern comprising
features defined by a remainder of the spacers.

According to another aspect of the invention, a method is
provided for semiconductor processing. The method com-
prises forming a first plurality of spacers by pitch multiplica-
tion on a first level and forming a second plurality of spacers
by pitch multiplication on a second level above the first level.

According to yet another aspect of the invention, a method
is provided for forming an integrated circuit. The method
comprises forming a plurality of spacers of a first material.
The spacers are covered by depositing a layer of a second
material on the spacers. A thickness of the layer is less than a
height of the spacers. A layer of a third material is deposited
on the layer of the second material. Parts of the layer of the
second material immediately adjacent the spacers are
removed.

According to another aspect of the invention, a method is
provided for processing semiconductor substrates. The
method comprises forming a plurality of spacers by pitch
multiplication on a level over a semiconductor substrate. A
mask pattern is formed on a mask layer directly underlying
the spacers by etching through a pattern defined by the plu-
rality of spacers. The mask pattern comprises one or more
mask features disposed between and separated from positions
of immediately adjacent spacers.

According to yet another aspect of the invention, a method
is provided for processing semiconductor substrates. The
method comprises forming a plurality of mandrels over a
semiconductor substrate. Spacer material is deposited around
each of the mandrels. A position of one of the mandrels is
measured. A position of spacer material around the one of the
mandrels is also measured. The mandrels are removed to form
a plurality of spacers. The spacers are trimmed to a desired
critical dimension, with the duration of the trim chosen based
upon the measured position of the one of the mandrels and the
measured position of the spacer material.

According to another aspect of the invention, a method is
provided for semiconductor processing. The method com-
prises providing a first set of mask features. A plurality of
spacers is formed over features of the first set of mask fea-
tures. The first set of mask features and the plurality of spacers
are consolidated on the same level to form a mask pattern. The
plurality of spacers define features in the mask pattern
between features defined by the first set of mask features. A
substrate is processed through the mask pattern.

According to yet another aspect of the invention, an inte-
grated circuit is provided. The integrated circuit comprises a
plurality of regularly spaced features in a region of the inte-
grated circuit. The features have a critical dimension of about
50 nm or less and a spacing between the mask features is less
than about 50 nm.

BRIEF DESCRIPTION OF THE DRAWINGS

The invention will be better understood from the Detailed
Description of the Preferred Embodiments and from the
appended drawings, which are meant to illustrate and not to
limit the invention, and wherein:

FIGS. 1A-1F are schematic, cross-sectional side views of a
sequence of masking patterns for forming conductive lines, in
accordance with a prior art pitch doubling method;

FIG. 2 is a schematic cross-sectional side view of a par-
tially formed integrated circuit, in accordance with preferred
embodiments of the invention;

FIG. 3 is a schematic cross-sectional side view of the
partially formed integrated circuit of FIG. 2 after forming
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lines in a photoresist layer, in accordance with preferred
embodiments of the invention;

FIG. 4 is a schematic cross-sectional side view of the
partially formed integrated circuit of FIG. 3 after widening
spaces between lines in the photoresist layer, in accordance
with preferred embodiments of the invention;

FIG. 5 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 4 after etching
through a first hard mask layer, in accordance with preferred
embodiments of the invention;

FIG. 6 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 5 after transferring
a pattern from the hard mask layer to a temporary layer to
form a pattern of mandrels in the temporary layer, on a first
level, in accordance with preferred embodiments of the
invention;

FIG. 7 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 6 after a hard mask
layer removal, in accordance with preferred embodiments of
the invention;

FIG. 8 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 7 after depositing a
layer of a spacer material, in accordance with preferred
embodiments of the invention;

FIG. 9 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 8 after a spacer
etch, in accordance with preferred embodiments of the inven-
tion;

FIG. 10 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 9 after forming a
protective layer over and around the spacers and mandrels, in
accordance with preferred embodiments of the invention;

FIG. 11 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 10 after patterning
the protective layer, in accordance with preferred embodi-
ments of the invention;

FIG. 12 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 11 after a removal
of selected spacers, in accordance with preferred embodi-
ments of the invention;

FIG. 13 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 12 after removing
the protective layer and the mandrels, in accordance with
preferred embodiments of the invention;

FIG. 14A is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 13 after depositing
a planarizing layer and a hard mask layer, respectively, over
the mandrels, in accordance with preferred embodiments of
the invention;

FIG. 14B is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 14 A after deposit-
ing a second temporary layer, a hard mask layer and a pho-
todefinable layer, respectively, in accordance with preferred
embodiments of the invention;

FIG. 15 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 14B after forming
a pattern of mandrels in the second temporary layer, on a
second level, in accordance with preferred embodiments of
the invention;

FIG. 16 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 15 after depositing
a spacer material around the mandrels and conducting an
incomplete spacer etch, in accordance with preferred
embodiments of the invention;
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FIG. 17 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 16 after trimming
the spacer material, in accordance with preferred embodi-
ments of the invention;

FIG. 18 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 17 after selectively
removing mandrels and selected spacers on the second level,
in accordance with preferred embodiments of the invention;

FIG. 19 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 18 after etching the
remaining spacers on the second level to desired dimensions,
in accordance with preferred embodiments of the invention;

FIG. 20 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 19 after forming
spacers on a third level, in accordance with preferred embodi-
ments of the invention;

FIG. 21 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 22 after selectively
etching a hard mask layer, in accordance with preferred
embodiments of the invention;

FIG. 22 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 21 after consoli-
dating the spacer patterns on the second and third levels on the
first level, in accordance with preferred embodiments of the
invention;

FIG. 23 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 24 after selectively
etching a hard mask layer, in accordance with preferred
embodiments of the invention;

FIG. 24 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 23 overlying a
primary masking layer, in accordance with preferred embodi-
ments of the invention;

FIG. 25 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 24 after transfer-
ring a pattern formed by spacers in the first, second and third
levels into the primary masking layer, in accordance with
preferred embodiments of the invention;

FIG. 26 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 12 after removing
the protective layer and the mandrels, in accordance with
preferred embodiments of the invention;

FIG. 27 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 26 after depositing
alayer of a material selectively etchable relative to the spacers
over the spacers, in accordance with other preferred embodi-
ments of the invention;

FIG. 28 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 27 after depositing
a layer of spacer material, in accordance with other preferred
embodiments of the invention;

FIG. 29 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 28 after a spacer
etch, in accordance with other preferred embodiments of the
invention;

FIG. 30 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 29 after depositing
another layer of the selectively etchable material, in accor-
dance with preferred embodiments of the invention;

FIG. 31 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 30 after depositing
another layer of spacer material, in accordance with preferred
embodiments of the invention;

FIG. 32 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 31 after a pla-
narization step, in accordance with preferred embodiments of
the invention;
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FIG. 33 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 32 after etching the
selectively etchable material, in accordance with preferred
embodiments of the invention;

FIG. 34 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 33 overlying a
primary masking layer, in accordance with preferred embodi-
ments of the invention; and

FIG. 35 is a schematic, cross-sectional side view of the
partially formed integrated circuit of FIG. 34 after transfer-
ring the pattern formed by the spacer material into the primary
masking layer, in accordance with preferred embodiments of
the invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

In preferred embodiments of the invention, in a masking
process for reducing feature sizes, the distance between fea-
tures in a mask pattern is decoupled from the formation of that
particular feature. For example, the distance between spacers
is decoupled from the width of the mandrels used to form the
spacers. Advantageously, exceptionally closely spaced mask
features or mask features can be formed.

In some preferred embodiments, mask features, such as
spacers, are formed on a first level and additional mask fea-
tures are formed on one or more higher levels in the lateral
space between the features on the first level. All the mask
features are then consolidated on a single level above a sub-
strate, which can be patterned using the consolidated mask
features.

For example, in preferred embodiments, spacers are
formed at the sidewalls of mandrels on a first level. The
mandrels and a plurality of spacers, preferably one of each
pair of spacers formed around a mandrel, are removed, leav-
ing a pattern of “single spacers” that have a pitch substantially
equal to the pitch of the mandrels. A temporary layer is then
formed around the spacers.

On a second level over these spacers, mandrels are formed
and spacers are formed around the mandrels. The mandrels
and a plurality of spacers, preferably every other spacer, on
the second level are removed to form another pattern of single
spacers over the pattern of spacers on the first level. These
cycles of spacer formation and mandrel and spacer removal
can be repeated on successively higher levels, as desired. For
example, these cycles can be terminated before newly formed
single spacers overlap regions of previously formed spacers.

Advantageously, the lateral separation between spacers is
based partly on photo-overlay capabilities and the ability to
form mandrels and spacers at desired positions. Because
photo-overlay capabilities can be better than the resolutions
of the techniques used to pattern the mandrels, the distance
between spacers can be reduced in comparison to using pho-
tolithographically defined mandrels to determine the spacing
between spacers. Moreover, because spacers on successively
higher levels are formed independent of spacers on lower
levels, the spacers on the higher levels can be independently
trimmed as necessary to more accurately achieve a desired
critical dimension and/or spacing.

In other preferred embodiments, the spacing between the
single spacers is determined by depositing layers of a second
material around the spacers. Preferably, the second material is
selectively etchable relative to the material forming the spac-
ers. Vertically extending layers of spacer material (or other
material with similar etch selectivity) and material(s) selec-
tively etchable relative to the spacers are alternatingly depos-
ited. These layers are then exposed and etched, leaving
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behind, e.g., only features protected by the vertically extend-
ing spacer material. Advantageously, the spacing between the
spacer material is determined by the thickness of the layers of
the other material(s). This thickness can be precisely con-
trolled by controlling the deposition of the material, thereby
allowing good control of the spacing of the spacer material.

Reference will now be made to the Figures, wherein like
numerals refer to like parts throughout. It will be appreciated
that the Figures are not necessarily drawn to scale.

Initially, a sequence of layers of materials is formed to
allow formation of the spacers on a first level over a substrate.

FIG. 2 shows a cross-sectional side view of a partially
formed integrated circuit 100. While the preferred embodi-
ments can be used to form any integrated circuit, they are
particularly advantageously applied to form devices having
arrays of electrical devices, including memory cell arrays for
volatile and non-volatile memory devices such as DRAM,
ROM or flash memory, including NAND flash memory. Con-
sequently, the integrated circuit 100 can preferably be a
memory chip or a logic or processor with embedded memory
or a gate array.

With continued reference to FI1G. 2, various masking layers
120-150 are preferably provided above a substrate 110. The
layers 120-150 will be etched to form a mask for patterning
the substrate 110, as discussed below. The materials for the
layers 120-150 overlying the substrate 110 are preferably
chosen based upon consideration of the chemistry and pro-
cess conditions for the various pattern forming and pattern
transferring steps discussed herein. Because the layers
between a topmost selectively definable layer 120 and the
substrate 110 preferably function to transfer a pattern derived
from the selectively definable layer 120 to the substrate 110,
the layers 130-150 between the selectively definable layer
120 and the substrate 110 are preferably chosen so that they
can be selectively etched relative to other exposed materials.
It will be appreciated that a material is considered selectively,
or preferentially, etched when the etch rate for that material is
at least about 5 times greater, preferably at least about 10
times greater, more preferably at least about 20 times greater
and, most preferably, at least about 40 times greater than that
for surrounding materials. Because a goal of the layers 120-
150 overlying the substrate 110 is to allow well-defined pat-
terns to be formed in that substrate 110, it will be appreciated
that one or more of the layers 120-150 can be omitted or
substituted if suitable other materials, chemistries and/or pro-
cess conditions are used. For example, the layer 130 can be
omitted in some embodiments where the resolution enhance-
ment properties of that layer, as discussed below, are not
desired. In other embodiments, discussed further below, addi-
tional masking layers can be added between the layer 150 and
the substrate 110 to form a mask having improved etch selec-
tivity relative to the substrate 110. Exemplary materials for
the various layers discussed herein include silicon oxide,
silicon nitride, silicon, amorphous carbon, dielectric antire-
flective coatings (DARC, silicon rich silicon oxynitride), and
organic bottom antireflective coatings (BARC), each of
which can be selectively etched relative to at least 2 or 3 of the
other materials, depending upon the application.

In addition to selecting appropriate materials for the vari-
ous layers, the thicknesses of the layers 120-150 are prefer-
ably chosen depending upon compatibility with the etch
chemistries and process conditions described herein. For
example, when transferring a pattern from an overlying layer
to an underlying layer by selectively etching the underlying
layer, materials from both layers are removed to some degree.
Preferably, the upper layer is thick enough so that it is not
worn away over the course of the pattern transfer.
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The selectively definable layer 120 overlies a first hard
mask, or etch stop, layer 130, which overlies a temporary
layer 140, which overlies a second hard mask, or etch stop,
layer 150, which overlies the substrate 110 to be processed
(e.g., etched) through a mask. The selectively definable layer
120 is preferably photodefinable, e.g., formed of a photore-
sist, including any photoresist known in the art. For example,
the photoresist can be any photoresist compatible with 157
nm, 193 nm, 248 nm or 365 nm wavelength systems, 193 nm
wavelength immersion systems, extreme ultraviolet systems
(including 13.7 nm systems) or electron beam lithographic
systems. Examples of preferred photoresist materials include
argon fluoride (ArF) sensitive photoresist, i.e., photoresist
suitable for use with an ArF light source, and krypton fluoride
(KrF) sensitive photoresist, i.e., photoresist suitable for use
with a KrF light source. ArF photoresists are preferably used
with photolithography systems utilizing relatively short
wavelength light, e.g., 193 nm. KrF photoresists are prefer-
ably used with longer wavelength photolithography systems,
such as 248 nm systems. In other embodiments, the layer 120
and any subsequent resist layers can be formed of a resist that
can be patterned by nano-imprint lithography, e.g., by using a
mold or mechanical force to pattern the resist.

The material for the first hard mask layer 130 preferably
comprises an inorganic material. Exemplary materials
include silicon oxide (SiO,), silicon or a dielectric anti-re-
flective coating (DARC), such as a silicon-rich silicon oxyni-
tride. Preferably, the first hard mask layer 130 is a dielectric
anti-reflective coating (DARC). Using DARCs for the first
hard mask layer 130 can be particularly advantageous for
forming patterns having pitches near the resolution limits of a
photolithographic technique. The DARCs can enhance reso-
Iution by minimizing light reflections, thus increasing the
precision with which photolithography can define the edges
of a pattern.

The temporary layer 140 is preferably formed of amor-
phous carbon, which, as noted above, offers very high etch
selectivity relative to the preferred hard mask materials. More
preferably, the amorphous carbon is a form of amorphous
carbon that is highly transparent to light and that offers further
improvements for photo alignment by being transparent to the
wavelengths of light used for such alignment. Deposition
techniques for forming such transparent carbon can be found
in A. Helmbold, D. Meissner, Thin Solid Films, 283 (1996)
196-203, the entire disclosure of which is incorporated herein
by reference.

The material for the second hard mask layer 150 is prefer-
ably chosen based upon the material used for the spacers and
for the underlying substrate 110. Where the spacer material is
an oxide, the second hard mask layer 150 preferably com-
prises a dielectric anti-reflective coating (DARC) (e.g., a sili-
con oxynitride), silicon or aluminum oxide (Al,O;). In addi-
tion, a bottom anti-reflective coating (BARC) (not shown)
can optionally be used to control light reflections. In the
illustrated embodiment, the second hard mask layer 150 com-
prises amorphous silicon. In other cases, where the substrate
110 comprises silicon, the second hard mask layer 150 can be
any material, e.g., Al,O;, preferably having good etch selec-
tivity relative to silicon.

The various layers discussed herein can be formed by
various methods known in the art. For example, spin-on-
coating processes can be used to form photodefinable layers,
BARC, and spin-on dielectric oxide layers. Various vapor
deposition processes, such as chemical vapor deposition, can
be used to form hard mask layers.

Next, a pattern of spacers is formed by pitch multiplication.
With reference to FIG. 3, a pattern comprising spaces or
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trenches 122, which are delimited by photodefinable material
features 124, is formed in the photodefinable layer 120. The
trenches 122 can be formed by, e.g., photolithography with
248 nm or 193 nm light, in which the layer 120 is exposed to
radiation through a reticle and then developed. After being
developed, the remaining photodefined material forms mask
features such as the illustrated lines 124 (shown in cross-
section only).

As shown in FIG. 4, the photoresist lines 124 can be etched
using an isotropic etch to “shrink™ those features to adjust
their widths. The extent of the etch is preferably selected so
that the widths of the modified lines 124a are substantially
equal to the desired spacing between the later-formed spacers
175 (FIG. 9), as will be appreciated from the discussion
below. Suitable etches include etches using an oxygen-con-
taining plasma, e.g., a SO,/O,/N,/Ar plasma, a Cl,/O,/He
plasma or a HBr/O,/N, plasma. For example, the width of the
lines 124 can be reduced from about 80-120 nm to about
40-70 nm. Advantageously, the width-reducing etch allows
the lines 124a to be narrower than would otherwise be pos-
sible using the photolithographic technique used to pattern
the photodefinable layer 120. In addition, the etch can smooth
the edges of the lines 1244, thus improving the uniformity of
those lines. While the critical dimensions of the lines 124a
can be etched below the resolution limits of the photolitho-
graphic technique, it will be appreciated that this etch does
not alter the pitch of the spaces 1224 and lines 124a, since the
distance between identical points in these features remains
the same.

With reference to FIG. 5, the pattern in the (modified)
photodefinable layer 120q is transferred to the hard mask
layer 130. This transfer is preferably accomplished using an
anisotropic etch, such as an etch using a fluorocarbon plasma,
although a wet (isotropic) etch may also be suitable if the hard
mask layer 130 is thin. Preferred fluorocarbon plasma etch
chemistries include CFH;, CF,H, and CF;H.

With reference to FIG. 6, the pattern in the photodefinable
layer 120q and the hard mask layer 130 is transferred to the
temporary layer 140 to form mandrels 145. A layer 170 of
spacer material (FIG. 8) will later be deposited on the man-
drels 145. It has been found that the temperatures used for
spacer material deposition (which is preferably conformal,
such that chemical vapor deposition or atomic layer deposi-
tion are preferred) are typically too high for photoresist to
withstand. Thus, the pattern is preferably transferred from the
photodefinable layer 120a to the temporary layer 140, which
is formed of a material that can withstand the process condi-
tions for spacer material deposition and etching, discussed
below. In addition to having higher heat resistance than pho-
toresist, the material forming the temporary layer 140 is pref-
erably selected such that it can be selectively removed relative
to the material for the spacers 175 (FIG. 9) and the underlying
etch stop layer 150. As noted above, the layer 140 is prefer-
ably formed of amorphous carbon and, more preferably,
transparent carbon.

The pattern in the modified photodefinable layer 120a is
preferably transferred to the temporary layer 140 using a
O,-containing plasma, e.g., a plasma containing SO,, O, and
Ar. Other suitable etch chemistries include a C1,/0,/SiCl, or
SiCl,/O,/N, or HBr/O,/N,/SiCl, containing plasma. Advan-
tageously, the SO,-containing plasma is used as it can etch
carbon of the preferred temporary layer 140 at a rate greater
than 20 times and, more preferably, greater than 40 times the
rate that the hard mask layer 130 is etched. A suitable SO,-
containing plasma is described in U.S. patent application Ser.
No. 10/931,772 to Abatchev et al., filed Aug. 31, 2004, the
entire disclosure of which is incorporate herein by reference.
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It will be appreciated that the SO,-containing plasma can
simultaneously etch the temporary layer 140 and also remove
the photoresist layer 120a. The resulting lines 1245, sepa-
rated by spaces 1225, constitute the placeholders or mandrels
along which a pattern of spacers 175 (FIG. 9) will be formed.

With reference to FIG. 7, the hard mask layer 130 can be
selectively removed to facilitate later spacer formation by
leaving the mandrels 145 exposed for subsequent etching
(FIG. 12). The hard mask layer 130 can be removed using a
buffered oxide etch (BOE), which is a wet etch comprising
HF and NH,F.

Next, as shown in FIG. 8, a layer 170 of spacer material is
preferably blanket deposited conformally over exposed sur-
faces, including the hard mask layer 150 and the tops and
sidewalls of the mandrels 145. The spacer material can be any
material that can act as a mask for transferring a pattern to the
underlying hard mask layer 150. The spacer material prefer-
ably: 1) can be deposited with good step coverage; 2) can be
deposited at a temperature compatible with the mandrels 145;
and 3) can be selectively etched relative to the mandrels 145
and underlying hard mask layer 150. Preferred materials
include silicon, silicon oxides and silicon nitrides. In the
illustrated embodiment, the spacer material is silicon oxide,
which provides particular advantages in combination with
other selected materials of the masking stack.

Preferred methods for spacer material deposition include
chemical vapor deposition, e.g., using O; and TEOS to form
silicon oxide, and atomic layer deposition (ALD), e.g., using
a self-limitingly deposited silicon precursor and an oxygen
precursor to form silicon oxide. The thickness ofthe layer 170
is preferably determined based upon the desired width of the
spacers 175 (FIG. 9). Preferably, the step coverage is about
80% or greater and, more preferably, about 90% or greater.

With reference to FIG. 9, the silicon oxide spacer layer 170
is then subjected to an anisotropic etch to remove spacer
material from horizontal surfaces 180 of the partially formed
integrated circuit 100. Such a directional etch, also known as
a spacer etch, can be performed using a fluorocarbon plasma,
e.g., containing CF,/CHF;, C,F/CH,F, or CHF;/Ar plasma.
While shown for ease of illustration having approximately the
same width as the mandrels 145, the spacers 175 can have a
smaller width than the mandrels 145.

Next, some of the spacers 175, and preferably every other
spacer 175, is removed. With reference to FIG. 10, a protec-
tive material 185 is deposited around and over the spacers 175
and the mandrels 145. The protective material 185 is prefer-
ably a photodefinable material such as photoresist. Option-
ally, an anti-reflective coating (not shown) can be provided
under the layer 185 to improve photolithography results. The
photoresist and the anti-reflective coating can be deposited
using various methods known in the art, including spin-on-
coating processes.

With reference to FIG. 11, the protective layer 185 is pat-
terned, e.g., by photolithography, to protect desired spacers
175 from a subsequent spacer removal step. In the illustrated
embodiment, one of each pair of spacers 175 formed around
a mandrel 145 is left exposed for removal.

With reference to FIG. 12, the exposed spacers 175 are
etched away. Where the spacers 175 comprise silicon oxide,
preferred etch chemistries include a fluorocarbon etch or the
spacers 175 can be etched using a wet chemistry, e.g., a
buffered oxide etch. It will be appreciated that spacers 175
may be removed in some regions of the integrated circuit 100,
but are not removed in other regions, depending upon the
desired pattern etched into the protective layer 185.

With reference to FIG. 13, the protective layer 185 and the
mandrels 145 are preferably selectively removed. Where the
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material forming the protective layer 185 is an organic mate-
rial such as photoresist or BARC, preferred etch chemistries
include anisotropic etches, such as with a SO,-containing
plasma. Advantageously, these chemistries can also remove
the mandrels 145, which are formed of carbon in the illus-
trated embodiment. The partially formed integrated circuit
100 can also be subjected to an ash process to remove the
protective layer 185 and the mandrels 145. It will be appre-
ciated that the protected spacers 175 are not attacked during
this removal step and that the substrate 110 is protected by the
second hard mask layer 150. Thus, a pattern of “single spac-
ers” 175 are formed on a first level over the substrate 110.

It will be appreciated that the spacers 175 are spaced suf-
ficiently far apart to accommodate other mask features in the
space between the spacers 175. In the illustrated embodiment,
if the width of the spacers 175 is considered to be 1/2 F, the
separation between spacers 175 is about 7/4 F.

A sequence of layers is then deposited to allow formation
of'additional spacers in the space between the spacers 175 on
a second level over the spacers 175 and the substrate 110.
With reference to FIG. 14 A, a planarizing layer 200 is depos-
ited around the single spacers 175 and a hard mask layer 210
is deposited over the second temporary layer 200. If neces-
sary, the layer 200 can be planarized by, e.g., chemical
mechanical polishing (CMP) before forming the hard mask
layer 210. Typically, if the material is a spin-on material (e.g.,
resist, SOD, BARC), CMP is not necessary.

The planarizing layer 200 is preferably formed of a mate-
rial selectively etchable relative to both the spacers 175 and
the layer 150. The hard mask layer 210 is preferably formed
of a material selectively etchable relative to the planarizing
layer 200. For example, the planarizing layer 200 can be
formed of amorphous carbon, while the hard mask layer 210
can be formed of a DARC or amorphous silicon.

With reference to FIG. 14B, a sequence of layers 220-240
can be deposited to allow formation of additional spacers over
the hard mask layer 210. For example, as discussed above
with reference to FIG. 2, the second temporary layer 220 can
comprise amorphous carbon, the hard mask layer 230 can
comprise silicon oxide (Si0,), silicon or a DARC, and the
photodefinable layer 240 can comprise a photoresist.

Preferably, applying again the steps discussed above with
reference to FIGS. 2-7, a pattern of mandrels 245 are formed
in the layer 220, as shown in FIG. 15. With reference to FIG.
16, spacer material 270 is deposited around the mandrels 245.
As noted above, the spacer material 270 can be any material
having deposition and etch properties compatible with the
other materials used herein. Depending on the identity of the
spacer material 270, the spacer material 270 may be deposited
by atomic layer deposition, as discussed above.

In the illustrated embodiment, the spacer material 270 is
silicon oxide and is deposited by chemical vapor deposition
using O; and TEOS. A suitable deposition system is Applied
Materials’ Producer® HARP™ system. After the deposition,
the spacer material 270 may extend over the surface of the
hardmask layer 210 between two mandrels 245. Where this
occurs, the spacer material 270 can be subjected to an option-
ally incomplete spacer etch, leaving only a thin spacer mate-
rial layer 271 over the mandrels 245 and the hard mask layer
210. In other embodiments, the spacer material layer 271 can
be completely absent. FIG. 16 shows the spacer material 270
after an incomplete spacer etch.

With continued reference to FIG. 16, the width of the
deposited spacer material 270 is preferably chosen to exceed
the desired width of the spacer 275 (FIG. 19) that will be
formed from the spacer material 270. The excess width at this
point can be provided by excess deposition and/or an incom-
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plete spacer etch. This excess spacer width allows a margin
for the width and position of the resulting spacers 275 to be
fine-tuned by trim etching, thereby increasing the uniformity
of the spacers 275 and the precision with which the spacers
275 are placed.

It will be appreciated that due to various factors, including
errors in photo-alignment and the resolution of photolithog-
raphy methods, the mandrels 245 may be misaligned by a
particular margin. This misalignment can cause misalign-
ments in the ultimately formed spacers 275 (FI1G. 19) relative
to their desired positions. Consequently, the mandrels 245 are
preferably positioned and sized so that the spacer material
270 extends over an area greater than the desired position of
the spacers 275. The position of spacer material 270 can then
be measured and etched, as necessary, to form spacers 275
having the desired critical dimensions and positioning.

With continued reference to FIG. 16, the mandrel 245 is
laterally spaced from a reference point, the spacer 175,, by a
lateral distance X (as measured from the edge of the mandrel
245 closest to the spacer 175;). Similarly, the spacer material
270 is laterally spaced from the spacer 175, by a lateral
distance Y (as measured from the edge of the spacer material
270 closest to the spacer 175;). These positions are measured
using metrology tools, as known in the art. The width of the
spacer material 270 is X-Y.

Depending on the width of the spacer material and its
spacing from the spacer 175, the spacer material is subjected
to a first trim etch to approximately center the structures 270
on the desired positions of the soon to be formed spacers 275
(FIG. 19), as shown in FIG. 17. The position of the spacer
material 270 before the etch is shown in dotted lines. Note that
the “centering” does not necessarily position the structures
270 exactly centered on the positions of the spacers 275 (FIG.
19). Rather, the centering preferably positions the spacers 275
so as to account for the slightly different etch rates, E; and E,
at different sides of the spacer. For example, where Ej is
greater than E;, the structures 270 may be slightly skewed to
the right of being exactly centered on the spacers 275 (FIG.
19).

The first trim etch is preferably an isotropic etch. Exem-
plary isotropic etch chemistries for silicon oxide spacer mate-
rial include SF ¢ and/or NF ;. If as shown in FIG. 16, the spacer
etch was incomplete, the first trim etch removes the thin
bridging layers 271 of spacer material. After the first trim
etch, the spacer material 270 is laterally spaced from the
spacer 175, by Y'.

As shown in FIG. 18, the mandrels 245 and spacer material
270 on one side of each mandrel 245 are then removed,
forming spacers 275. This removal can be accomplished as
discussed above with reference to FIGS. 10-13.

Now preferably approximately centered on their desired
positions, the spacers 275 are subjected to another isotropic
trim etch to form spacers 275 having the desired width.
Unlike the trim etch with the mandrels 245 in place, this
second trim etch affects both edges of the exposed spacers
275. The duration, t, of this second trim etch can be calculated
based upon the following relationship:

(X=Y)-E t-Egi=W=X"-Y"

where:

X is the lateral distance from the right edge of the spacer
275 to the spacer 175 before second trim etch,

Y' is the lateral distance from the left edge of the spacer 275
to the spacer 175 before second trim etch,

E/t is the etch rate at the left side of the spacer 275,

Ext is the etch rate at the right side of the spacer 275,

W is the desired width for the spacer 275 after etching,
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X" is the lateral distance from the left edge of the spacer
275 to the spacer 175 after etching, and

Y" is the lateral distance from the right edge of the spacer
275 to the spacer 175 after etching.

It will be appreciated that X and Y are typically measured
values, as discussed above. Alternatively, Y' can be calculated
based upon the measured value forY, the etch rate of the first
trim etch and the duration of the first trim etch. E; and E are
experimentally determined values for a given etch chemistry
under particular process conditions. The etch rates for the left
and right sides of the spacers 275 can be different due to the
different geometries of those sides; that is, because one side
extends vertically and because the other side is at an angle to
the horizontal, the rate at which each side is laterally dis-
placed by an etch can vary. W is a desired value, e.g., 50 nm.
Thus, the second trim etch time t can be calculated by the
following equation:

_(X=Y)-W
- EL+Eg

Having calculated time t, the spacers 275 are subjected to
an isotropic trim etch for that time t. With reference to FIG.
19, the position of the spacers 275 before the etch is shown in
dotted lines. A suitable chemistry for the second trim etch is
a fluorocarbon etch, comprising, e.g., C.F, or C.F H_. After
the second trim etch, the lateral distance from the left edge of
the spacer 275 to the spacer 175 is X" and the lateral distance
from the right edge of the spacer 275 to the spacer 175 is Y".

With reference to FIG. 20, another planarizing layer 300 is
formed around the spacers 275 and a hard mask layer 310 is
formed over the planarizing layer 300. The planarizing layer
can be formed of, e.g., amorphous carbon and the hard mask
layer 310 can be formed of, e.g., silicon ora DARC. It will be
appreciated that the layer 300 can be planarized by CMP, as
discussed above. The steps discussed with reference to FIGS.
14A-19 canthen be performed again to leave a pattern of third
spacers 375 on a third level, above the second spacers 275.

Next, a pattern defined by all the spacers 175, 275 and 375
is consolidated on a single level. As shown in FIG. 21, spacers
375 are used as a mask to pattern the hard mask layer 310. The
hard mask layer is preferably selectively etched relative to the
spacers 375 and the planarizing layer 300 using an anisotro-
pic etch, such as an etch using a fluorocarbon plasma, where
the layer 310 comprises a DARC. Preferred fluorocarbon
plasma etch chemistries include CFH;, CF,H, CF;H, C,Fg,
C,Fgand/or CF,.

The planarizing layer 300 can then be selectively and
anisotropically etched, as shown in FIG. 22. Where the pla-
narizing layer 300 is formed of amorphous carbon, preferred
etch chemistries include a SO,-containing plasma, e.g., a
plasma containing SO,, O, and Ar.

As with the layers 300 and 310, the hard mask layer 210
and the planarizing layer 200, respectively, are subjected to
selective anisotropic etches, thereby consolidating a pattern
formed by the spacers 175, 275 and 375 on the first level. The
resulting structure is shown in FIG. 23.

In some embodiments, particularly where the substrate 110
can be etched with good selectivity relative to the hard mask
layer 150, the hard mask layer 150 can be used as a mask to
etch the substrate 110. The pattern formed by the spacers 175,
275 and 375 can be transferred from the first level to the hard
mask layer 150 by using an anisotropic etch with HBr and
Cl,-containing plasma to etch the layer 150 through that
pattern formed by the spacers 175,275 and 375. Alternatively,
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at each transfer step, the spacer patterns can be transferred to
its immediately underlying hard mask and the spacers
removed prior to transferring into the underlying protective
layers. In this way, the aspect ratios of the resultant mask
features (FIG. 23 or 24) can be reduced prior to transfer to the
substrate. Optionally, one or more of the features, such as the
spacers 175, 275, 375, overlying the layer 160 can be
removed to reduce the aspect ratio of mask features before
etching the substrate 110.

In other embodiments, especially where the substrate 110
is difficult to etch, intervening layers of masking material can
be formed between the hard mask layer 150 and the substrate
110. For example, with reference to FIG. 24, additional layers
155 and 160 can be provided, as discussed in U.S. Patent
Provisional Application No. 60/662,323 to Tran et al., filed
Mar. 15, 2005, entitled Pitch Reduced Patterns Relative To
Photolithography Features, the entire disclosure of which is
incorporated herein by reference. The layer 155 allows for a
pattern-cleaning step to remove any polymerized organic
residue that may be present as the result of previous etch
processes. After the cleaning step, a well-defined pattern can
be transferred to the layer 160. The layer 160 is preferably
formed of amorphous carbon, which is advantageously resis-
tant to many etch chemistries for removing silicon materials
in the substrate 110. As shown in FIG. 25, the pattern defined
by the spacers 175, 275 and 375 can be transferred to the layer
160, which then serves as the primary mask for patterning the
substrate 110. Advantageously, due to the availability of
extreme selectivity when etching amorphous carbon, a pat-
terned hard mask layer 150 can be used after removal of
spacers to transfer the pattern with lower and more uniform
aspect ratio features in the hard mask.

FIGS. 26-35 illustrate other methods for forming a mask
pattern, according to other preferred embodiments.

With reference to FIG. 26, spacers 175 can be formed as
discussed with respect to FIGS. 2-13 above. The spacers 175
can formed of, e.g., silicon oxide. It will be appreciated that
the spacing and size of the spacers 175 can be determined
with reference to the spacing and size of the features in the
mask pattern to be formed (FIGS. 32 and 33). For example,
where the mask features to be formed are 25 nm in width and
have a regular spacing of about 25 nm or less, the spacing
between spacers 175 can be about 175 nm or more, to allow
for 3x25 nm features between the spacers 175 and 4x25 nm
spaces between the features and the spacers and between each
pair of the features. Given features with such small widths,
ALD s preferably used to deposit the layers of material which
will form the features, as discussed below. It will be appreci-
ated that the spacers 175 can be spaced to accommodate more
or fewer than 3 features and 4 spaces.

A layer 400 is then deposited on the spacers 175 and the
hard mask layer 150, as shown in FIG. 27. The layer 400 is
formed of a material that can be selectively etched relative to
the spacers 175 and that can be deposited with good confor-
mality, uniformity and step coverage. If the features 175
comprise silicon or silicon oxide, the layer 400 can be, e.g.,
silicon nitride that is deposited by ALD. The thickness of the
layer 400 is preferably equal to the desired width between
mask features in the later-formed mask (FIGS. 32 and 33).

With reference to FIG. 28, a layer 410 is deposited on the
layer 400. The layer preferably comprises the same or similar
material, e.g., silicon oxide, as the spacers 175. The layer 410
is preferably deposited by ALD for high conformality, uni-
formity and step coverage. The layer 410 preferably has a
thickness substantially equal to a desired width of later-
formed mask features (FIGS. 32 and 33). The layer 410 is
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then subjected to a spacer etch using, e.g., a fluorocarbon
plasma, to form spacers 475, as shown in FIG. 29.

With reference to FIG. 30, alayer 420 is deposited over the
structure of FIG. 29. For simplicity in processing, the layer
420 preferably comprises the same material, e.g., silicon
nitride, as the layer 400 and is preferably deposited by ALD.
The thickness of the layer 420 is preferably equal to a desired
spacing of the mask features (FIGS. 32 and 33).

With reference to FIG. 31, a layer 430 is deposited. The
layer 430 preferably is formed of the same material, e.g.,
silicon oxide, as the spacers 175 and is preferably deposited
by ALD or another process that has good gap fill character-
istics.

It will be appreciated that the layers 400-430 follow the
contours of the spacers 175 and the layers 400-420 preferably
each has athickness less than the height of the spacers 175. As
a result, each of the layers, as-deposited, has a horizontally
extending portion. As shown in FIG. 32, the entire structure
can be planarized to leave a portion of each of the layers 400,
420 and 430 and the spacers 475 exposed. The planarization
can be achieved by, for example, CMP.

With reference to FIG. 33, the planarized structure is sub-
jected to an anisotropic etch which is preferably selective for
the material forming the layers 400 and 420. For example,
where the layers 400 and 420 are silicon nitride, a suitable
etch chemistry includes a CF,, CHF;, NF;, C F and/or C,Fy-
containing plasma. Parts of the structure unprotected by sili-
con oxide parts 175, 430 and 475 are etched, leaving behind
a pattern of features defined by the parts 175, 430 and 475. It
will be appreciated that the height of the spacers 175 is chosen
such that each of the parts 475, 420 and 430 have vertically
extending portions that are sufficiently tall to allow the pla-
narization process to expose surfaces of those portions while
leaving those portions sufficiently tall to effectively transfer
patterns to underlying layers via etching.

The pattern defined by the parts 175, 430 and 475 can then
be transferred to the hard mask layer 150 by etching the layer
150 through that pattern, using, e.g., a HBr and Cl,-contain-
ing plasma etch. Where etches highly selective for the sub-
strate 110 relative to the hard mask layer 150 are available, the
hard mask layer 150 can be used as a mask to etch the sub-
strate 110. In other embodiments (FIGS. 34-35), the patternin
the hard mask layer 150 can be transferred to another layer,
which is thenused as the primary masking layer for patterning
the substrate 110. As noted above, an exemplary sequence of
layers is illustrated in FIG. 34 and is discussed in U.S. Patent
Provisional Application No. 60/662,323 to Tran et al., filed
Mar. 15, 2005, entitled Pitch Reduced Patterns Relative To
Photolithography Features, the entire disclosure of which is
incorporated herein by reference. With reference to FIG. 35,
the pattern in the hard mask layer 150 can be transferred to the
layer 155, and from the layer 155 to the layer 160. The layer
160 preferably can be etched with good selectivity relative to
materials in the substrate 110, particularly when multiple
materials are exposed by the mask, and is used as the primary
masking layer. Consequently, even where overlying layers
may be etched away in the course of patterning the substrate
110, the layer 160 still remains to complete the patterning
process.

Thus, it will be appreciated that mask patterns formed
according to the preferred embodiments offer numerous
advantages. For example, because the formation of mask
features is decoupled from the determination of the spacing of
the lines, very closely spaced features can be formed. If
desired, the spacing between these features can be smaller
than the resolution limit of photolithographic techniques used
to pattern the mask features. Moreover, precision in spacing
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these mask features can be improved, since photo-overlay
capabilities can be more precise than photolithographic tech-
niques in aligning features and since the formation of features
on overlying levels allows active correction of any misalign-
ments via, e.g., measurement of feature positions and trim
etches.

In addition, deposition techniques such as CVD and ALD
allow good control over the thickness of deposited layers.
Thus, using the thickness of deposited layers to determine
feature spacing also allows features to be formed with small
and precisely defined spacing. Moreover, errors in position-
ing and spacing caused by photo-misalignment can be mini-
mized, since photolithography is preferably used only in an
initial step for defining spacers.

Itwill be appreciated that while discussed with reference to
particular materials for the various layers and parts discussed
herein, other materials can also be used. Preferably, however,
any other materials that may be used offer the appropriate
etch selectivity relative to the materials that are used, as
discussed above.

In addition, the masks discussed herein can be used to form
various integrated circuit features, including, without limita-
tion, interconnect lines, landing pads and parts of various
electrical devices, such as capacitors and transistors, particu-
larly for memory and logic arrays in which dense repeating
patterns are desirable. As such, while illustrated as lines with
regular spacing and regular widths for ease of illustration, the
masks can have features with variable spacing and variable
dimensions. For example, with reference to FIG. 23, the
spacers 275 on the second level can be formed overlapping
the spacers 175 to form a large feature (e.g., a landing pad),
can be spaced differently from each of the spacers 175 and
375, can be occur at irregular intervals, can have a different
width from the spacers 175 or 375, etc. Also, more than three
levels of spacers may be formed, depending upon, for
example, the spacing of the spacers 175, 275 and 375, and
whether the spacers 275 or 375 occur irregularly, leaving
room at some places for other mask features to be formed. The
spacers 175 (FIGS. 13 and 26) and 275 and 375 (FIG. 23) can
also be more than pitch doubled. An exemplary method for
further pitch multiplication is discussed in U.S. Pat. No.
5,328,810 to Lowrey et al. with reference to FIGS. 19-23 of
that patent.

In other embodiments, wither reference to FIGS. 13 and
26, rather than removing some spacers 175 on every level, the
spacers can be formed having a separation (using a wide
mandrel) that is wide enough to accommodate other spacers
275, 375 or mask features 430, 475 in that separation. In other
words, paired spacers 175 can be formed having the separa-
tion of the “single spacers.” In addition, if the spacers 175
have a critical dimension that is within the capabilities of the
technique, e.g., photolithography, the used to define the man-
drels 1245 (FIG. 7), the spacers 175, 275, 375 on each level
can be replaced by, e.g., photolithographically defined fea-
tures. For example, the photographically defined features can
be transferred to a layer of amorphous carbon and then to a
layer of the same material as the spacers 175, 275, 375. The
layer can be formed of, e.g., silicon oxide, to form silicon
oxide features on a first level. An amorphous carbon layer, a
hard mask layer and a photoresist can then be sequentially
overlaid the silicon oxide features to form additional mask
features on another level over the silicon oxide features. This
process can be repeated to form additional features. By using
photo-overlay techniques to position the additional mask fea-
tures, the spacing between the mask features can be made
smaller than the resolution limits of the photolithographic
technique used to define the features.
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The preferred embodiments can be employed multiple
times throughout an integrated circuit fabrication process to
form features in a plurality of layers or vertical levels, which
may be vertically contiguous or non-contiguous and verti-
cally separated. In such cases, each of the individual levels to
be patterned would constitute a substrate 110. In addition,
some of the preferred embodiments can be combined with
other of the preferred embodiments, or with other masking
methods known in the art, to form features on different areas
of the same substrate 110 or on different vertical levels.

Accordingly, it will be appreciated by those skilled in the
art that these and various other omissions, additions and
modifications may be made to the methods and structures
described above without departing from the scope of the
invention. All such modifications and changes are intended to
fall within the scope of the invention, as defined by the
appended claims.

We claim:

1. A method for forming an integrated circuit, comprising:

forming a first plurality of mandrels on a first level over a

substrate;

forming a first plurality of mask lines along sidewalls of the

first plurality of mandrels;

forming a second plurality of mandrels on a second level

over the first level;
forming a second plurality of mask lines along sidewalls of
the second plurality of mandrels, the second plurality of
mask lines elongated generally parallel to the first plu-
rality of the first and second pluralities of mask lines;

selectively removing, relative to the mask lines, portions of
exposed material on the first and second levels to form a
pattern defined by mask lines of the first and the second
pluralities of mask lines;

transferring the pattern to an underlying material, wherein

transferring the pattern to the underlying material com-
prises transferring the pattern to an amorphous carbon
layer; and

subsequently transferring the pattern to the substrate.

2. The method of claim 1, wherein forming the first plural-
ity of mask lines comprises:

blanket depositing spacer material on the first plurality of

mandrels; and

directionally etching the deposited spacer material to form

the first plurality of mask lines, the mask lines compris-
ing the etched spacer material.

3. The method of claim 2, wherein forming the second
plurality of mask lines comprises:

blanket depositing spacer material on the second plurality

of mandrels; and

directionally etching the deposited spacer material on the

second level to form the second plurality of mask lines,
the mask lines comprising the etched spacer material on
the second level.

4. The method of claim 1, wherein selectively removing
portions of exposed material on the first and second levels
comprises:

selectively removing the second plurality of mandrels,

thereby exposing portions of the first plurality of man-
drels; and

directionally etching the exposed portions of the first plu-

rality of mandrels.

5. A method for forming an integrated circuit, comprising:

forming a first plurality of mandrels on a first level over a

substrate;

forming a first plurality of mask lines along sidewalls of the

first plurality of mandrels, wherein forming the first
plurality of mask lines comprises:
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blanket depositing spacer material on the first plurality
of mandrels; and
directionally etching the deposited spacer material to
form the first plurality of mask lines, the mask lines
comprising the etched spacer material;
selectively removing the first plurality of mandrels after
directionally etching the deposited spacer material to
form the first plurality of mask lines; and
subsequently depositing a sacrificial material between
the mask lines of the first plurality of mask lines
before forming the second plurality of mask lines;
forming a second plurality of mandrels on a second level
over the first level;
forming a second plurality of mask lines along sidewalls of
the second plurality of mandrels, the second plurality of
mask lines elongated generally parallel to the first plu-
rality of mask lines;
selectively removing, relative to the mask lines, portions of
exposed material on the first and second levels to form a
pattern defined by mask lines of the first and the second
pluralities of mask lines;
transferring the pattern to an underlying material; and
subsequently transferring the pattern to the substrate.
6. A method for forming an integrated circuit, comprising:
forming a first plurality of mandrels on a first level over a
substrate;
forming a first plurality of mask lines along sidewalls of the
first plurality of mandrels;
forming a second plurality of mandrels on a second level
over the first level;
forming a second plurality of mask lines along sidewalls of
the second plurality of mandrels, the second plurality of
mask lines elongated generally parallel to the first plu-
rality of mask lines;
forming a third plurality of mandrels on a third level over
the second level,
forming a third plurality of mask lines along sidewalls of
the third plurality of mandrels, the third plurality of
mask lines elongated generally parallel to the first plu-
rality of mask lines;
selectively removing exposed portions of the third plurality
of mandrels;
selectively removing, relative to the mask lines, portions of
exposed material on the first and second levels to form a
pattern defined by mask lines of the first, second, and
third pluralities of mask lines;
transferring the pattern to an underlying material; and
subsequently transferring the pattern to the substrate.
7. A method for forming an integrated circuit, comprising:
forming mask lines on a first level over a substrate, the
mask lines on the first level separated by sacrificial mate-
rial;
forming mask lines on a second level over the first level, the
mask lines on the second level elongated generally par-
allel to the mask lines on the first level and separated by
openings exposing portions of the sacrificial material;
selectively removing the exposed portions of the sacrificial
material to form a pattern defined by the mask lines on
the first and second levels; and
transferring the pattern to the substrate.
8. The method of claim 7, wherein forming mask lines on
the second level comprises:
defining the mask lines on the second level along sidewalls
of a plurality of mandrels on the second level; and
removing material forming the mandrels to form the open-
ings.
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9. The method of claim 7, wherein forming mask lines on
the second level comprises isotropically etching the mask
lines before selectively removing the exposed portions of the
sacrificial material.

10. The method of claim 7, wherein the sacrificial material
extends between and over the mask lines on the first level.

11. The method of claim 10, wherein the sacrificial mate-
rial comprises amorphous carbon.

12. The method of claim 7, wherein features in the pattern
have a critical dimension of about 50 nm or less.

13. The method of claim 7, wherein transferring the pattern
to the substrate defines interconnects in an array region of the
integrated circuit.

14. A method for forming an integrated circuit, compris-
ing:

forming a mask comprising a pattern over a substrate, the

mask comprising:

mask lines on an upper level;

mask lines on a lower level, the mask lines on the lower

and upper levels elongated in a same direction;

transferring the pattern to an underlying layer of material to

form a patterned underlying layer, wherein the underly-

ing layer of material comprises amorphous carbon; and
subsequently etching the substrate through the patterned

underlying layer.

15. The method of claim 14, wherein forming the mask
comprises depositing a planarization material around the
mask lines on the lower level, wherein the mask lines on the
upper level are disposed over the planarization material.

16. A method for forming an integrated circuit, compris-
ing:

forming a mask comprising a pattern over a substrate, the

mask comprising:
mask lines on an upper level; and
mask lines on a lower level, the mask lines on the lower
and upper levels elongated in a same direction,
wherein forming a mask comprises:
forming lower level mandrels by:
forming a carbon-containing layer on the lower
level; and
patterning the carbon-containing layer to define the
lower level mandrels in the carbon-containing
layer; and
forming the mask lines on the lower level by:
blanket depositing a spacer material on the lower
level mandrels; and
directionally etching the spacer material to define
spacers along the sidewalls of the lower level
mandrels, wherein the spacers are the mask lines
on the lower level,
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transferring the pattern to an underlying layer of material to
form a patterned underlying layer; and
subsequently etching the substrate through the patterned
underlying layer.
17. A method for forming an integrated circuit, compris-
ing:
forming a mask comprising a pattern over a substrate, the
mask comprising:
mask lines on an upper level; and
mask lines on a lower level, the mask lines on the lower
and upper levels elongated in a same direction,
wherein forming the mask comprises depositing a pla-
narization material around the mask lines on the lower
level, wherein the mask lines on the upper level are
disposed over the planarization material;
forming a hard mask over the planarization material;
transferring the pattern to an underlying layer of material to
form a patterned underlying layer; and
subsequently etching the substrate through the patterned
underlying layer.
18. A method for forming an integrated circuit, compris-
ing:
forming a mask comprising a pattern over a substrate, the
mask comprising:
mask lines on an upper level; and
mask lines on a lower level, the mask lines on the lower
and upper levels elongated in a same direction,
wherein forming the mask comprises:
depositing a planarization material around the mask
lines on the lower level, wherein the mask lines on
the upper level are disposed over the planarization
material;
forming upper level mandrels by:
forming an upper level carbon-containing layer on
the upper level; and
patterning the upper level carbon-containing layer
to define the upper level mandrels in the carbon-
containing layer; and
forming the mask lines on the upper level by:
blanket depositing a spacer material on the upper
level mandrels; and
directionally etching the spacer material to define
spacers along the sidewalls of the upper level
mandrels, wherein the spacers are the mask lines
on the upper level;
transferring the pattern to an underlying layer of material to
form a patterned underlying layer; and
subsequently etching the substrate through the patterned
underlying layer.
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